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PIASTIC SERET, ROD AND TUBE, JAMDIATED, THERMOSETTING

This smendment, vhich forms a part of Federal Specification L-P-509a, dated January 15, 1965, was
approved by the Commissioner, Federal Supply Service, Gensral Services Adainstration, for the use
of all Yederal agenciss.
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PACE 2
‘ Table I, type IV, column 2, Delste reference "15037, typs GiG, (sheets)” for grads "G-5°.
PACE 3

Table I, type IV, Glass bass, below "O=7", add the following greds and characteristics: Oradet "G-9";
MIL-P- grade designation: 15037, type GME®; form: “"Sheets only”; Characteristics: “Continuous-
f1lamnt-type glass cloth, mlaxine binder; elsctrical typs. Good arc and flame resistance. Very hard
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Table II, within the type IV grades, add the following new material requiremsnts below Grade *G=7":
' Oradet "G-5"; Sheets: ©“Semigloss; "Tubes and rodsi %-#; Colorst 3Sheets, "Natursl®, Tubes and rods, *-%,
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Paragraph 2.1, under "Federal Specifications”. Delete "PPP-B-£36 - Box Fiberboard®,and substitute
PPPF-320 Fiberboard; Carrugated and Solid, Shest Stock (Containsr Grads), and Cut Shaves”.

Under "Pedera] Standards®. Delete "Fed, Std. No, 1R - Pressrvation, Packaging,and Packing levels®.

PACE £

Table IV, within the coluwm headings containing “Orade C* and "Grade L,” add "1/". AL the end of the
table, add "L/ For 1/4 inch and above, the tolerance shall be plus (+) enly.®
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2able ¥, within the type IV group, odd gra's "C-9%, thisimess minimum *.010:, maximm *3-1/2%,
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Paragraph 3.4, line 5, dele’s “table I and® and substitute ®tabls II or ¥,
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Table IVIII, add the following grades and requiremsnts: Gradess *FR 2, Fr-3", Room temperature colum:

"1/16"; Heated colum "1/8%,

Table XVIII within "Grade” grouping "G-3, G-5, G-6, G=7" add "G=9".

PACE 34
Tadle XTI  belov Grade "G-7", add terisd: Orades "G-9%, 1/32 Dit *S5,000, OW:

the following new ma
*45,000%, ] Uiz "60,000%, Cds "40,000%, 3/32 Diy "%7,000", Cfs ™39,000%, 1/8 Dis *55,000%, OW:

35,000, ©  d: °%1,000°, Wt 35,000,

PAIR 15

Table XIX (cont'd). Delete all ngin-ml for grade IXIPC and substitute only the following
requiremsnts: 1/L inch: DI "12,000, Ci: "10,500",
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L-P-509a -~ (Page 15 Cont 4)
_ TableXIX (oont"d). below Orade "C~7", add the following new materiali Crade "G-9*, 1/t Dfi "38,000s,
Giz =5, 000:= 1/2- Dis 05,0007, Gi:  =30,000%; 3fe Di: =31,200°, Cds 28,500%, 1 and over Dii
*11,200%, OWs *28,500%,
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Table XX, belov Grade "G-7°, add the following rew mteriali Grade "0-9%; Impact Strength D °S/*,
Od:  *5/*, Bonding Strength, Condition At "1,700°; Candition D-48/50s °1,500°, oy

Table XX, Delste the "Bonding Strength® requireswnts for grades Wel® and ®i-2® ard swbstituts the
following : Comdition A, Welt *1,400%, W-2: %1,300%; Condition D-b8/30, W-11 *1,300°, W-2: ¥1,200°,

Onder ®footnote 2* explamation, line 3, dslete*Urmmtched® and substitute “Ursachined®,
Under “footnote 5t after “grade C-5: add “and grade O-9°,
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Tables XXI. Add the following new G- tant™s Grade:

grade and below grade "Dislectric cons
%G-9%; Condition Atz %7,48; Condition D-26/23t 1/3R: *7.4%, 1161 *2.0°, 3/32: =7.4°, 1/8: *2.4%, }/16:
)%, 1fes "7,4%, 121 "7,4%, over 1/21 "8.0°; Condition D-h8/S50: *7.5°,

0-9", Condition At *.017%"; Comiition D=24/23, 1/321 °.G18%, 1/16: *,018° 1 *,018%, 1 », 018",
3[16:' *,018, 1/uz *.018%, {/zr -, 0", mﬂ3 1/2s *.025% cfntﬁ‘in M[’(’ia”?.& P

Table XXI. Delete requirement ®.075" in last eolum (Condition D<48/50) far grade "T-11 dissipation
factor® and substitute ®.045%,

Tadle XXI. Add the fellowing new grade requiressrits below grede G-7 "Dissipation Tactor®: Grades
0",

Table IXII, Delsts 5.0" requiremsnt for Grade XIP Condition D-u8/50, 1/32 to 1 inch. °*

Table XXII. Add the following grade and requiremsnts below grade "XIXP®: Grades “XIXPC,” Condition A,
thickness 1/32 to 1 4ncl.t *60%; over 1 to 2 incl.t *="; Condition D<k8/50, 1/32 to 1 incl.s *15.0%;
over 1 to 2 incl.: "-"; Arec resistance: %-%, .

Tahle TXTY, A24 the fallowing svada and requiremsnts below grade "C~7": (radet "G-9", Comdition A,
thickness 1/32 to 1 incl.t "60°; over 1 to 2 inel,: ®-*, Comdition D-4B/50, 1/ to 1 incl.t "u0=; Over
1 to 2 incles “*-"; Arc resistance: "180°,
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Table XXIII, Add the following nev grads ard requirerents beiov grade =o-7°1 Urade 5%, 0.010:
*,,00", 1/6ks *3,00°, 0.0253 "-"; 1/ %210, 3/6ss *-", 1/16; "0,80", 0,084 *-*, 3/3: %0.?75", 1/8:
®.70*,3/16:  ®0,65%, 1/b: "0.50%, 1/23 “"OA0", 3/ut ®0.35" 1 and over: *0.30%. )

PACE 20

Table XXIV for the requirerwnts of grade “IXX™ of 225", "250° and #2507 1 listed under ths “dislectric
strength® colwm, add "1/° next to each mmber. Below the tabls, add the following after footnote "2%:
*3/ After condition D-4B/S0 (see 4.3.1)".
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Paragraph 5. After "PREPARATICN F(R DELIVERY", delste reainder of preasbls entirely.

Paragraph 5.1.2. Delste ® in acoordance with industriss® practice® and substitute ® to afford adsqua
protection against physical damage during shipmsnt froa the first supply source to the first receiving
activity. The supplisr may uwse his standard practise when it rwets this requiressnt.®

Paragraph 5.2.1, line 8, dslsts “doubls faced, Liner and top snd bottam pads having a minimum
bursting strength of 275 pounds per square inch (p.s.i.) sonforming to «B-6)" and substitute: "liner
and top and botton pad oonforwing to type CF, class westher-resistant, grads Yc of PPP-F-320°.

Paragraph 5.2.2, lins 8, delete “doubls fased "iner and top and bottom pads having a sinimm
bursting strength of 275 p.s.i. conforming to PPF=B-§ and substitutes "liner and top and bottom pads
conforuing to type CF, class doswstic, variety S¢, grads 275 of PFP-¥-320°.
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